
Chassis
3-slot half-size industrial chassis
Drive Space
2.5" HDD space x 1
Thermal Solution
6cm ball bearing cooling fan x 1
Altitude
15,000 feet
Power Supply
180W ATX power supply
Temperature
0~+50

o
C (operating); 0~+70

o
C (storage)

Humidity
5~95%; non-condensing
Safety Standard
FCC/CE on chassis and FCC/CE/UL/TUV on power supply
Dimensions (L x W x H)
21.8 x 8.9 x 20.5 cm

Specifications

RC-130
Half-size Wallmount Chassis with 3-slot 
Backplane, 180W ATX P/S
Provides PICMG1.3 Half-size Backplane

Industrial Chassis

3-slot space for PICMG 1.3 half-size backplane
Provides 180W ATX power supply
2.5" HDD space x 1
6cm ball bearing cooling fan x 1
FCC/CE industrial Class A approval

Features

RC-130WA
RC-130 Chassis w/FSP180-50PLA ATX P/S
RC-130A-PE3S
RC-130 Chassis w/PE-3S B/P, FSP180-50PLA ATX P/S
RC-130A-PE3S1
RC-130 Chassis w/PE-3S1 B/P, FSP180-50PLA ATX P/S

Ordering Guide

2
0
.5

8.9 21.8

1.51.5

5
.0

1
.0

2
.5

1
5
.0

0
.910.5

adkamink
Small



Chassis
Meets EIA RS-310C 19" 4U high, rackmount standard; heavy-duty 
steel, SECC 1.2t (Japan)
Drive Space
External: 5.25" space x 5
Internal: 3.5" space x 1
Front Panel
Power switch, reset button and USB x 2 or PS/2 keyboard 
connector; LED indicator x 6
Thermal Solution
12cm hot swap ball bearing cooling fan x 3;
System environmental monitor (optional) and removable air filter
Altitude
15,000 feet
Power Supply
250W/300W/350W/400W ATX power supply or mini redundant 
300W+300W power supply
Temperature
0~+50

o
C (operating); 0~+70

o
C (storage)

Humidity
5~95%; non-condensing
Safety Standard
FCC/CE on chassis and FCC/CE/UL/TUV on power supply
Dimensions (L x W x H)
66.0 x 42.7 x 17.68 cm

Specifications

RC-742
19" 4U High, Full-size Rackmount Chassis with 
Backplane, ATX/Redundant P/S

Industrial Chassis

19" 4U high, rackmount chassis compliant to EIA RS-310C 
standard
Detachable card cage for easy installation and maintenance
Provides 20-slot backplane, 250W/300W/350W/400W ATX 
power supply or mini redundant 300W+300W power supply
5 x external 5.25" space, 1 x internal 3.5" space 
12cm hot swap ball bearing cooling fan x 3
Dual lockable latch doors
FCC/CE industrial Class A approval
System environmental monitor (optional)

Features

RC-742B
19" 4U High, Full-size Rackmount Chassis

Ordering Guide
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Chassis
Meets EIA RS-310C 19" 4U high, rackmount standard; heavy-duty 
steel, SECC 1.2t (Japan)
Drive Space
External: 5.25" space x 4 + 3.5" space x 1
Internal: 3.5" space x 2
Front Panel
Power switch, reset button and PS/2 keyboard connectors; power 
and HDD active LED
Thermal Solution
System environmental monitor (optional) and removable air filter;
7-slot: 12cm x 1 and 8cm x 1 ball bearing cooling fans;
14-slot: 12cm x 1 ball bearing cooling fan
Altitude
15,000 feet
Power Supply
250W/300W/400W AT or ATX power supply 
Temperature
0~+50

o
C (operating); 0~+70

o
C (storage)

Humidity
5~95%; non-condensing
Safety Standard
FCC/CE on chassis and FCC/CE/UL/TUV on power supply
Dimensions (L x W x H)
48.0 x 42.7 x 17.68 cm

Specifications

RC-740
19" 4U High, Full-size Rackmount Chassis with 
Backplane/MainBoard, AT/ATX P/S

Industrial Chassis

19" 4U high, rackmount chassis compliant to EIA RS-310C 
standard
Detachable card cage for easy installation and maintenance
Provides 250W/300W/400W AT or ATX power supply
Provides backplane or mainboard
External: 5.25" space x 4 + 3.5" space x 1
Internal: 3.5" space x 2
7-slot has 12cm x 1 and 8cm x 1 ball bearing cooling fans;
14-slot has 12cm x 1 ball bearing cooling fan
Dual lockable latch doors
FCC/CE industrial Class A approval
System environmental monitor (optional)

Features

RC-740B
19" 4U High, Full-size Rackmount Chassis (notify 7 or 14-slot, AT or ATX)

Ordering Guide
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Features
19" 3U high, rackmount chassis compliant to EIA  

RS-310C standard

Detachable card cage for easy installation and 

maintenance

Provides mainboard, riser card, 300W ATX power 

supply

4 x external 5.25" space, 2 x external 3.5" space,  

1 x internal 3.5" space 

Ball bearing cooling fan: 1 x 6cm, option for 3 x 8cm

Dual lockable latch doors

FCC/CE industrial Class A approval

System environmental monitor (option)

RC-730
19" 3U High, Full-size Rackmount Chassis with MainBoard, Riser Card, 300W ATX P/S

Display
Chassis
Meets EIA RS-310C 19" 3U high, rackmount standard; heavy-
duty steel, SECC 1.2t (Japan)
Drive Space
4 x 5.25" space + 2 x 3.5" space (external)
1 x 3.5" space (internal)
Front Panel
Power switch, reset button and USB or PS/2 keyboard 
connectors; power and HDD active LED
Thermal Solution
1 x 6cm ball bearing cooling fan, option for 3 x 8cm ball bearing 
cooling fan;
System environmental monitor (option) and removable air filter
Altitude
15,000 feet
Power Supply
300W ATX power supply 
Temperature
0~+50

o
C (operating); 0~+70

o
C (storage)

Humidity
5~95%; non-condensing
Safety Standard
FCC/CE on chassis and FCC/CE/UL/TUV on power supply
Dimensions (LxWxH)
48.0 x 42.7 x 13.2 cm

Ordering Guide
● RC-730B 

19" 3U High, Full-size Rackmount Chassis (notify AT or ATX)
● RC-730BA 

RC-730B Chassis w/2U 300W PFC ATX P/S 

Accessory Options 
6-slot Riser Card
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Chassis
Meets EIA RS-310C 19" 2U high, rackmount standard; heavy-duty 
steel, SECC 1.2t (Japan)
Drive Space
External: 5.25" space x 1 + 3.5" space x 1
Internal: 3.5" space x 3
Front Panel
Power switch, reset button; power and HDD active LED
Thermal Solution
8cm ball bearing cooling fan x 3 (optional); system environmental 
monitor (optional) and removable air filter
Altitude
15,000 feet
Power Supply
250W ATX power supply 
Temperature
0~+50

o
C (operating); 0~+70

o
C (storage)

Humidity
5~95%; non-condensing
Safety Standard
FCC/CE on chassis and FCC/CE/UL/TUV on power supply
Dimensions (L x W x H)
48.0 x 42.7 x 8.82 cm

Specifications

RC-720
19" 2U High, Full-size Rackmount Chassis with 
MainBoard, 250W ATX P/S

Industrial Chassis

19" 2U high, rackmount chassis compliant to EIA RS-310C 
standard
Detachable card cage for easy installation and maintenance
Provides mainboard, 250W ATX power supply (PCI x 3 or PCI 
x 2 + AGP x 1) 
External: 5.25" space x 1 + 3.5" space x 1
Internal: 3.5" space x 3
Dual lockable latch doors
FCC/CE industrial Class A approval
8cm ball bearing cooling fan x 3 (optional)
System environmental monitor (optional)

Features

RC-720B
19" 2U High, Full-size Rackmount Chassis 
RC-720BA
RC-720B Chassis w/250W ATX P/S

Ordering Guide
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Chassis
10-slot full-size deskmount chassis
Drive Space
5.25" CD-ROM space x 2, 3.5" FDD space x 1 on front panel; 3.5" 
HDD space x 1
Front Panel
Power switch, reset button, three LED indicators, one keyboard 
connector
Thermal Solution
12cm ball bearing cooling fan x 1
Altitude
15,000 feet
Power Supply
250W AT or ATX power supply 
Temperature
0~+50

o
C (operating); 0~+70

o
C (storage)

Humidity
5~95%; non-condensing
Safety Standard
FCC/CE on chassis and FCC/CE/UL/TUV on power supply
Dimensions (L x W x H)
40.77 x 33.0 x 17.06 cm

Specifications

RC-280
Full-size Deskmount Chassis with 10-slot 
Backplane, 250W AT/ATX P/S

Industrial Chassis

10-slot space for full/half-size mainboard
Detachable card cage for easy installation and maintenance
With height adjustable anti-vibration crowbar securing plug-in 
cards in place
Provides 250W AT/ATX power supply 
5.25" CD-ROM space x 2, 3.5" FDD space x 1 on front panel; 
3.5" HDD space x 1
12cm ball bearing cooling fan x 1
FCC/CE industrial Class A approval

Features

RC-280B
Full-size Deskmount Chassis (notify AT or ATX)
RC-280B-10S
RC-280B Chassis w/HPCI-10S B/P (notify AT or ATX)
RC-280BA-10S(AT)
RC-280B Chassis w/HPCI-10S B/P, ZKS-250AE AT P/S
RC-280BA-10S(ATX)
RC-280B Chassis w/HPCI-10S B/P, ZKS-250WX ATX P/S

Ordering Guide
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Chassis
6-slot full-size industrial chassis
Drive Space
External: 5.25" space x 1, 3.5" space x 1
Internal: 3.5" space x 1
Thermal Solution
9cm ball bearing cooling fan x 1
Altitude
15,000 feet
Power Supply
250W AT or ATX power supply 
Temperature
0~+50

o
C (operating); 0~+70

o
C (storage)

Humidity
5~95%; non-condensing
Safety Standard
FCC/CE on chassis and FCC/CE/UL/TUV on power supply
Dimensions (L x W x H)
40.9 x 17.2 x 23.6 cm

Specifications

RC-161
Full-size Wallmount Chassis with 6-slot 
Backplane, 250W AT/ATX P/S
Provides PICMG1.3 Full-size Backplane

Industrial Chassis

6-slot space for PICMG1.3 full-size or PICMG Bus backplane
Provides 250W AT/ATX power supply
Anti-shock crowbar for secured mounting of add-on card, two 
adjustable positions
1 x external 5.25" space, 1 x external 3.5" space, 1 x internal 
3.5" space
Provides 9cm ball bearing cooling fan x 1
FCC/CE industrial Class A approval

Features

RC-161WA-BP6S
RC-161W Chassis w/HBP-6S B/P, ZKS-250AE AT P/S
RC-161WA-PS5S
RC-161W Chassis w/HPS-5S B/P, ZKS-250AE AT P/S
RC-161WA-6S
RC-161W Chassis w/HPCI-6S B/P, ZKS-250AE AT P/S
RC-161WB-PCIE6S
RC-161W Chassis w/PCIE-6S B/P, ZKS-250WX ATX P/S
RC-161WB-PCIE6S1
RC-161W Chassis w/PCIE-6S1 B/P, ZKS-250WX ATX P/S

Ordering Guide
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Features
Fanless, 4-slot space for half-size expansion card

Provides PE-5S backplane (PCI x 3, PCIEx16 x 1)

Provides 100W ATX Open Frame power supply

1 x 3.5" SATA HDD space

FCC/CE industrial Class A approval

RC-148RC-148
Half-size Wallmount Chassis with 4-slot Backplane, 100W ATX Open Frame P/S
Provides PICMG1.3 Half-size Backplane

Specifications
Chassis
4-slot half-size industrial chassis
Drive Space
1 x 3.5" SATA HDD space
Altitude
15,000 feet
Power Supply
100W ATX open frame power supply
Temperature
0~+50

o
C (operating); 0~+70

o
C (storage)

Humidity
5~95%; non-condensing
Safety Standard
FCC/CE on chassis and FCC/CE/UL/TUV on power supply
Dimensions (LxWxH)
23.8 x 25 x 14.8 cm

Ordering Guide
● RC-148BA-PE5S 

RC-148B Chassis w/PE-5S B/P, 100W ATX Open Frame P/S

1
.7

1
.7

2
6
.8

2.5
1.0

5.0
15.2

23.8

1.8
14.8

2
5


